Mainline

Switch Inspection Report Semi-Annual
Date

WO# _o434%0

Page 1 of 3

Inspection Crew 4@@/}7 [g/dﬁa////(/f/fdﬁ

S
Watchman //

1 Location M/Zﬁf_ﬁéﬁﬁf/ ead:
2S8witchILD.#_ 94 I8
3Facing ___ Trailing

Rail Points

4 Point to Point __, 5/ @/

5 Point Condition
S YR Nothing less than 4 inches or greater than § inches.

6 Point Throw, Min 3 1/2 inches on house top point protected
N 7 R j% p point p

6a Point Opening

N_s7% R 5%
7 Fit

&Y R

8 General Condition of the Points
Y R

Gage

Heel of Switch L

9Main __s2.% >

10 Turnout _ 572 2# V
11 Gage ahead of Bend . 5% %%

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _ ¢ Ze- _

13 Main & S

Stock Rail
14 Bend
BY R
15 Condition
JY R

Bolts
16 Loose ¢
17 Missing O

Rivets (Huck Bolts)

18 Loose _

19 Missing 0

20 Cotter Pins Missing O  NA

2l JamNutsLoose =~ &  N/A

2la Washers Broken _ Missing

Remarks on page 3

GNMIC 11-10-2011

22 Standard Joints
&Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces
S Y RCN/AY
Switch Rods
25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
SY R
27 #2 Rod
&Y R
28 #3 Rod
S Y RAA
29 #4 Rod
SYR
30 Closure Rail
&Y R
31 Surface of Switch
Y R
Using a 62’ cord, not over
1”to11/2” for aY and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
SOY R
33 Switch Adjustments
Yes
34 Lubrication
Dry
35 Switch Targets/Lamps
Ok Missing ¢
36 Latches
Broken___Missing
37 Locks
Broken _ Missing
38 General Condition
&Y R
39 Insulated Joints
&Y R
393 Regular Joints
'Y R






50 Location

50a Switch [.D. # o =3
51 Facing Trailing
52 Frog Tread N &Y R

R &Y R
53 Frog #
54/79 Point Condition

(Y R
55 Condition of Frog
R

56 Surface of Frog
R

57 Throat in Inches 3&’/{ .

72 Flangeway Depth =
Flangeway Depth must not be less than 1 %”

Gage o
58 Main Track SL4

59 Turnout Track & PP

Gage must not be less than 56> any class
Guard Rails ,
60 Guard Rail Gage N __s# %, R s#%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _z7 4R 7/
Back to Back Gage must be less than 53 1/8”
62 Condition
R
63 Location of Guard Rail (Relation to Point)
S YR
Guard Rail Clamps
64 Main Trac
®OY R
65 Turnout Track

S Y R(N/A)

Class 1 Gage 56” to 57 %4”

More than 57 %” Qut of Service
Class 3 Gage 56” to 57~

More than 57” to 57 4" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
Y RNA
67 Rail Movement
Y R N/A
Tie Plates
68 Lead
Y R NA
69 Guard Rail Flangeway
SYRN_/Z% R_A%
Guard Rail Flangeway can not be less 1 ”
70 Guard Rail Plates
(SY RNA
71 Frog Plates
(Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)

75 Loose
76 Missing
77 Nuts Missing ¢ N/A
78 Cotter Pins Missing Q/AD
79 Washers @ Broken__ Missing_ N/A

O N/A
<O N/A

80 Hold Down Devices
Y RNA
81 Spring Housin
S YR
82 Derails
S Y R@AD

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ bevond the last long tie
Difference

84 Condition of Line thru entire turnout
OY R






Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

wrar W R e #4212

11-10-2011






Mainline Switch Inspection Report Semi-Annual

/
Inspection Crew éf.‘éfﬁ o , -

Date & PAZ
Watchman )
1 Location /5,777 77~ Sord Lead
2 Switch I.D. # G 24

3 Facing Trailing

Rail Points
4 Point to Point Jg /,Z

5 Point Condition

P l§ o R Nothing less than 4 inches or greater than § inches.
oint Throw, p 312i on house ¢ int protected
J mR 6%'}/2 ouse top point protec

N__ 47
g
N_S7 R 472

s&®r
8 General Condition of the Points
SR

Gage

Heel of Switc

9 Main 57, “Zi

10 Turnout - :

11 Gage ahead of Bend /é Zf_
Must not be less than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumowt __ (75

13 Main 2]

Stock Rail
14 Bend
&Y R
15 Condition
S @R

Bolts
16 Loose & N/A
17 Missing C  NA

Rivets (Huck Bolts)

I8 Loose “@

19 Missing

20 Cotter Pins Missing & N/A
21 Jam Nuts Loose _©  N/A

21a Washers @k Broken Missing

Remarks on page
GMIC 11-10-201]

WOULZEHEL  page of 3

22 Standard Joints
Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces
S Y R &/&>
witch R
25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
S @R

27 #2 Rod
®Y R
28 #3 Rod
SYR
29 #4 Rod
SYR
30 Closure Rail
SA@R
31 Surface of Switch
&Y R
Using a 62’ cord, not over
1”t0o11/2" fora Y and no
more than 1 1/2” ¢o 1 3/4”
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
&Y R
33 Switch Adjustments
Yes 65%)
34 Lubrication
Dry

35 Switch Targets/Lam
Ok  Missing RUAD
36 Latches
0% Broken_m_Missing

37 &ks
d Brokcn“__Missing__h_
38 General Condition

SCYR

39 Insulated Joints
SQY R

39a Regular Joints
S R






Mainline rog In ion R
50 Location
302 Switch ID. # __ o7 27
51 Facing Trailing
52FrogTread N &y R
&Y R
53 Frog #
54/79 Point Condition
S
55 Condition of Frog
SYR
56 Surface of Frog
¥R
57 Throat in Incheg .
72 Flangeway Depth __7
Flangeway Depth must not be less than 1 1>
58 Main Track 7

59 Turnout Track & 7
Gage must not be less than 56> any class

60 Guard Rail Gage N SHH R J%‘ a
. Guard Raijl Gage must more than 54 3/8»

61 Back ToBack N Y4 R 55074
Back to Back Gage must be less than 53 1/8»
62 Condition

¢CSY R
63 Location of Guard Rail (Relation to Point)
&Y R

uard Rail Ci
64 Main Track

S YR&A
65 Turnout Track

S Y RWA

Class 1 Gage 56” ¢ 57 %”

More than 57 %” Out of Service
Class 3 Gage 56" to 577

More than 577 to 57 v» downgrade to
Class 2 and getsaY

Remarks on pa 3
GM/IC 11-10-2011

mi-Ann

r i
66 Condition
Y R NA
67 Rail Movement
(P YR NA

68
ée;d R NA
69 Guard Rail Flangeway
BYRN__= R A
Guard Rail Flangeway can not be less 1 44»
70 Guard Rail Plateg
&X R NA
71 Frog Plates
Y R N/A

Bolts
73 Loose <  N/A
74 Missing < N/A

Rivets (Huck)

W/AD

75 Loose
76 Missing K7
77 Nuts Missing O N/A
78 Cotter Ping Missing N/AS
79 Washers BrokenhMissing N/A
80 Hold Down Devices
Y R N/A
81 Spring Housing
S Y RQWA)
82 Derails
S Y RGIAY
83 Maximum difference in any 31’ in Cross
Level on the siding from the F rog Point to
50’ g;_eyong the last long tie
Difference

84 Condition of Line thry entire turnout
&Y R






Remarkg
Page3 of 3
%/ ééf// Sor o ;%5.;/% T o) 21&/5&70 st A)

g P Liab7 Py o Curded suo,75 Z.,
Hy 2 KighFdan & J ece/ bboe ( Covge)
# 20 Coroe d ¢ bevre a9,/

/fn// TLE )iy 4/5»/‘/7% n%,c}f? 2O/

FZ LasHe 7 5o s Lers 7 N

Everything is class 3 for Mainline and clags 1 for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Oyt of Service.

N/A Not applicable or not measurable,
Reviewed by: }71 /L %/ %ji é; ; Date: §A/ 2"' 3

11-10-2011







WOH L4755  page 1 of 3

Mainline Switch Inspection Report Semi-Annual
Date 6//%? Inspection Crew Qﬁ > EF7 Lo m%ézéfw?
/ P

Watchman_
1 Location /4,77 7w, Zori 7. Cady
2 Switch 1.D, # F A4

3 Facing Trailing

Rail Points
4 Point to Point __57/ 7%
5 Point Condition

6P Yt R Nothing less than 4 inches or greater than 5 inches,
omn ”‘f? * Min 3 172 inches on house top point protected
N__s77 "R A Mh P point pro

124

6a Point Opening
N pzféig R 5%
7 Fit
&Y R
8 General Condition of the Points
Y R

Heel of Switch
eel of Switc
9Main__s7 /% -
10 Turnout T ,

11 Gage ahead of Bend Azé’yg
Must not be legs than 56 inches or
more than 57 inches for «S”

12 Heel Spread in Inches
Tumout __ (- /%/

13 Main Vo

Stock Rail
14 Bend
Y R
15 Condition
Y R

Bolts
16 Loose O N
17 Missing ___N/A

Rivets (Huck Bolts)
A

18 Loose

19 Missing /A

20 Cotter Pins Missing ¢ N/A

21 Jam Nuts Loose & N/A

2la Washers QF) Broken _ Missing

Remarks on.page 3
GM.IC 11-10-201]

22 Standard Joints
Y R NA
23 Switch Plates
Y R

24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces
S Y R®WAD
itch R
25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
SE®R

27 #2 Rod
&Y R
28 #3 Rod
SYR
29 #4 Rod
SYR
30 Closure Rail
Y R
31 Surface of Switch
&Y R

Using a 62’ cord, not over
17to11/2” fora Y and no
more than 1 1/2” ¢o 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R

33 Switch A justments
Yes

34 L%g)rication
5 Switch l{)ry
35 Switch | argets/Lam
Ok  Missing ORI
36 Latches

Broken M issing
37 Locks

) Brokcn‘ﬁ_“Missing*_w
38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints
®Y R







Mainline rog In ion R
50 Location
50a Switch I.D_ #
51 Facing Trailing
52FrogTrad N &y R
R &YR
53 Frog #
54/79 Point Condition
®Y R
55 Condition of Frog
A YR
56 Surface of Frog
®YR
57 Throat in Inches _,_7-7f
72 Flangeway Depth ¢~

Flangeway Depth must not be less than 1 1»

58 Main Track s, 5f
59 Turnout Track A
Gage must not be less than 56» any class

60 Guard Rail Gage N_.5%/% R_5% %
. Guard Rail Gage must more t an 54 3/8»

~ 61 Back ToBack N A7 R so7 I
Back to Back Gage must be less than 53 1/8»
62 Condition

R
63 Location of Guard Rail (Relation to Point)
&Y R
uard Rsil Clam
64 Main Track
&Y R N/A

65 Turnout Track

S Y RE/AD

Class 1 Gage 56” to 57 1

More than 57 %” Out of Service
Class 3 Gage 56” 1o 577

More than 57 to 57 %> downgrade to
Class 2 and getsaY

Remarks on pa 3
GMIIC 11-10-2011

mi-Ann

Tur i

66 Condition

A® Y RNA
67 Rail Movement
&Y R NA

ang
SYRN_“/, R AL2
Guard Rail Flangeway can nof be less 1 14»
70 Guard Rail Plateg
&Y R NA
71 Frog Plateg
®Y R NA

Bolts
73 Loose £ _NA
74 Missing O N/A

Rivets (Huck)

75 Loose
_ NAS

76 Missing
77 Nuts Missing N/A

78 Cotter Pins Missing
79 Washers Broken__l\rﬁssing____ N/A

80 Hold Down Devices
Y R NA
81 Spring Housing
S Y RN/
82 Derails

S Y RQWA

83 Maximum giffgrengg inany 31’ in Cross
Level on the siding from the Frog Point to
50 beyond the last long tie

©k> Difference

STV

84 Condition of Line thry entire turnout
YR






Remarks

:g/ Lzs e G/ Lerng”

Everything is class 3 for Mainline and class | for the Yard,
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Oyt of Service,

N/A Not applicable or not measurable,

LY

Reviewed by:

11-10-2011







Mainline Switch Inspection Report Semi-Annua

Date %f//f
Watchman 7

I Location 4470 B¢ Sird L eads
28witchlD.# 9435 =
3Facing______ Trailing -

Rail Points P
4 Point to Point __£7/ /ﬁé’
5 Point Condition

S .Y R Nothing less than 4 inches or greater than 5 inches.
6 Point Throw. pip 3 172 inches on house top point protected

N_+7 R Zz%
6a Point Opening

N Eé% R_ s
7 Fit

&Y R

8 General Condition of the Points
Y R

Gage

Heel of Switch :

9 Main_ I2 Wt

10 Turnout _ 57, ”é(e‘ '

11 Gage ahead of Bend 47, 2=
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout ;én,%_ o

13 Main 75

Stock Rail
14 Bend
Y R

15 Condition
Y R

Bolts
16 Loose e __N/A
I7Missing /£ N/A

Rivets (Huck Bolts)

I8 Loose ___ ¢

19 Missing ¢

20 Cotter Pins Missing & NA
21 Jam Nuts Loose £ N/A

21a Washers @ ' Brcv)l;(ﬂe.ﬁ_;_‘_“Missing____

Remarks on page
GNIC T1-10-2011

WO# _/043422,  Page | of 3
Inspection Crew A__é;f_c’f/)ée/éé)}//é/‘cj’ féﬁ

22 Standard Joints

Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

Y R NA

24a Non-Adjustable Braces
S YR dm‘

Switch Rods
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
AY R
27 #2 Rod
Y R
28 #3 Rod
S Y RCAD
29 #4 Rod
SYR
30 Closure Rail
&Y R
31 Surface of Switch
A0Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
Dry
35 Switch Targets/ Lamps
Ok Missing  C
36 Latches
k) Broken___Missing
37 Locks
( Broken _ Missing
38 General Condition
AY R
39 Insulated Joints
Y R
39a Regular Joints
)Y R






Mainline
50 Location
50a Switch LD . # @« 3,2
51 Facing Trailing
52FrogTread N (&Y R
R G®YR
53 Frog #
54/79 Point Condition
SYR
55 Condition of Frog
ASYR
56 Surface of Frog
YR

57 Throat in Inches gfg

72 Flangeway Depth =5
Flangeway Depth must not be less than 1 %”

o S7.7%

58 Main Track
59 Turnout Track _ sZ 27,
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N Eﬁé R_.7Z 542
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N /ZZ ’f/égR
Back to Back Gage must be less than 53 1/8”
62 Condition

Y R
63 Locatxon of Guard Rail (Relation to Point)

Y R

Guard Rail Clamps
64 Main Track

SY R NA
65 Turnout Track

S Y REWA)

Class 1 Gage 56” to 57 1%”

More than 57 %5 Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 ¥4” downgrade to

Class 2 and getsa Y
Remarks on page 3

GM/IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

&Y RNA
67 Rail Movement

Y R N/A

Tie Plates
68 Lead

&Y R NA
69 Guard Rail F langeway

OYRN_/Z R 45
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

&Y R NA
71 Frog Plates

Y R N/A

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose @
NIB

76 Missing
O NA
___Missing N/A

& N/A
O N/A

77 Nuts Missing
78 Cotter Pins Missing
79 Washers Broken

80 Hold Down Devices
&Y RNA
81 Spring Housing
S Y RAR
82 Derails

S Y RAA)

83 Maximum difference in any 31’ in Cross

Level on the siding from the F rog Point to

50’ beyond the last long tie
Difference

84 Condition of Line thru entire turnout

Y R






Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \k\ %’ @/U\ 2</\/—> Date: LTZ/QZ — lg

11-10-2011







witch Inspection Repor mi-Annual

Mainline
Date _}% \%21,2&/ 3
Watchman_ /) [/,

1 Location d . Ozzvd“ ,,,,, .

WO 232/9y

Inspection Crew 6;9%\; Wwed i ; No (Sm

Page 1 of 3

22 Standard Joints

2 Switch I.D # Z-03 SH)YY R NA
3 Facing «— Trailing witch Plates
. it
Rail Poin : 24 Adjustable Braces
4 Point to Point . | ’/,?2 SCYR NA
5 Point Condition _ 24a Non-Adjustable Braces
P ]§ Yt Tﬁm Nothing less than 4 inches or greater than $ inches. S Y R NA
oin W,
N 4 O Minli} l/l:{igclps on house top point protected 25 Front Rod
6a Point Opening il B S Y R NA
N E L-/f - R_Y57 26 #1 Rod (Basket Rod)
7 Fit SY R
%Y R 27 #2 Rod
8 General Condition of the Points Y R
SY R 28 43 Rod
S)Y R N/A
Heel of Switchy Zdjg Rod
9 Main 2 Y R N/A
10 Turnout <. V¢ : 30 Closure Rail
11 Gage ahad of Bond” 57, 9/é ( S YR
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” SHY R

12 Heel Spread in Inches

Tumout _ & > )

13Main ___ () 373
Stock Rail
4. Bend

S)Y R
15 Condition
HYE
Bolts O
16 Loose N/A
17 Missing [  N/A
Rivets (Huck B%tsl
18 Loose _NA
19 Missing S N/A
20 Cotter Pins Missing & N/A
21 Jam Nuts Loose. ... _N/A

21a Washers k ) Broken Missing

Remarks on page
GM.IC 11-10-201]

Using a 62’ cord, not over
1”to11/2” fora Y and no
more than 1 1/2” ¢o 1 3/4»
For a R, Great than 13/4” is Qut
of Service

3 Qead Block Ties

%}Y R

33 Switch Adjustments
Yes [No-

34 Lubrication
Ok

35 Switch Targets/ Lamps
Ok Missing NA™
36 Latches =
Broken%__Missing__w

37 Locks
Ok Brokcn___,Missing»_H_

38-General Condition
S)Y R
39 Insulated Joints
Y R
39a Regular Joints
S YR






Mginligg rog In ion R

50 Location
50a SwitchID. # %%

Facing Traﬂing
521‘Pcfrog read N %Y R
R
53 Frog # £ »
54/79 Point Conditior
R
55 §ondition of Frog

56 Surface of Frog

(SYR

>
57 Throat in Incheg /?
72 Flangeway Depth

Flangeway Depth must not be less than 1 1>

58 Main Track 5/ jf
39 Tumnout Track <7 &
Gage must not be less than 56> any class

60 Guard Rail Gage N 5% 7 g St 1;,,

54 3/8»
R_S2 %

Back to Back Gage must be less than 53 1/8»

Guard Rail Gage must more than
61 Back To Back N B

62 Condition

65 Tumout T

Class 1 Gage 56” to 57 13>

More than 57 %” Out of Service
Class 3 Gage 56” to 577

More than 577 to 57 v4» downgradg to
Class 2 and gets g Y

Remarks on age 3
GM/IC 11-10-2011

Ti
66 Condition
(DY R NA
67 Rail Movement
R N/A

68 Lead

Guard Rail Fj
e Bt Nlmﬁsl%

Guard Rail Flangeway ¢

70
R N/A

71 Frog Plates
R N/A

Bolts )
73 Loose g N/A
74 Missing ) N/A

Rivets (Huck)
75 Loose O wa

76 Missing ( 2 N/A
77 Nuts Mwsm O _NA

78 Cotter 1ssmg
79 Washers' Broken __ Missing Mlssmg N/A
80 Hold Down Devices
S)Y R N/A
Spring Housing
SYR
82 Derails
SYR
83 Maximum anfgrgnge 1n any 31’ in Cross
Level on thg siding from the Frog Point to
50’ I lon txe

Ok Dlﬁ“erence g -

84 Condition of Line thry entire turnout
R






Remarks

| l_i p Y !» .
Qo chipred ol 767 Yy g o

A —

—d O e d
/ /ﬁ‘;\l-r/; l{? L6Ce 0 rrdd (f:(_

% Cc . e L)g fRLS O A (;—f’/\ J)-’Q?\ in(

73 Z ale j/)b /“/* < Caus G .6 :_/\ia T (

J

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class ] for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immediate attention needed or Out of Service,

N/A Not applicable or not measurable,

Reviewed by: Date:
- _—

11-10-2011






Mainline Switch Inspection Report Semi-Annual WO#W Page 1 of 3

Date _&/~-27-24)%
Watchman__ /5 |/, , ]

1 Location —
2 Switch I.D. # 72-3

3 Facing , _— Trailing

Rail Points [ /Y

4 Point to Point

~Point Condition
s S)Y R Nothing less than 4 inches Or greater than 5 inches,

oint T ,?Mi 3 172 inches on house t int protected
N ¢ O nR (#3451 ouse top point protec

6a Point Opening p

N_9%en R _ 49y,

7 Fit e

S$HY R

neral Condition of the Points
R

SY

Heel of Switch

9Main_SL 7/

10 Turnout < ¢ Y)

11 Gage ahead of Bend Vy
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout ea} /i“_

13 Main o

Stock Rail

14 Bend
S\Y R
15 ondition
$HY R

{ K

Bolts ~

16 Loose ~  N/A

17 Missing | J _N/A

Rivets (Huck Bolts%
18 Loose O N/A

19 Missing ™ N/A

20 Cotter Pins Missing D NA
21 Jam Nuts Loose . O NA
21a Washers Broken Missing

Remarks on pa Gl
GM.JC 11-10-201]

Inspection Crew Mo ISQQ gSh:e}J L 6} e(

22 Standard Joints
SY R NA
23 Switch Plates
Y R

S
24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces
SY /A

t Rod
WY R NA
26 #1 Rod (Basket Rod)

) Y R
27#2 Rod

SYR
283 Rod
SY R NA

29 #4 Rod
s Y R\
3(lQosure REI_/
sy R
31 Surface of Switch
‘S )Y R
sing a 62’ cord, not over
1”t011/2" fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” js Out
of Service
32-Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication

35 Switch T argets/Lamps
Missing

Ok
36 J&Ltqhes
Broken\_Missing\_
37 S

Brokcn___&Missing___
38 General Condition
Y R
39 Insulated Joints
R
39a Regular Joints
SYR






Mainline rog In ion R

50 Location

50a Switch LD, # 70 - 3

51 Facing Trailing

52FrogTread N (§)Yy R
Svr

53 Frog# 30O

54/79 Point Condition

S©Y R
55 Condition of Frog
Y R

56 of Frog
R

57 Throat in Inches /2
72 Flangeway Depth
Flangeway Depth must not be less than 1 14>

58 Main Track e ¥
59 Turnout Track 86 )
Gage must not be less than 56” any class

_— -1
60 Guard Rail Gage N </ j’R S5
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 27 R_SR %
Back to Back Gage must be less than 53 1/
62 Condition
SYR
63 Location of Guard Rail (Relation to Point)
SYR
uard Rail CI
64 Main Track
SYR
65 Turnout Track
S Y R N/A

Class 1 Gage 56” to 57 y;»

More than 57 %” Qut of Service
Class 3 Gage 56” to 577

More than 57~ to 57 4%~ downgrade to
Class 2 and getsa Y

Remarks on age 3
© GM/IC 11-10-2011

2

mi-Ann

67 Rai Movement

—8’Y R NA

SY RN | R_|
Guard Rail Flangeway can not be less 1 1%~
Zogmd Rail Plates
Y R NA
71 Frog Plates
(S)Y R NA

Bolts
73 Loose
74 Missing

N/A

0
®) N/A

O na
76 Missing () __N/A

77 Nuts Missing (> NA
Broken | Missing__ /A

Rivets (Huck)

78 Cotter Ping Missing
79 Washers

80 Hold Down Devices

SYR :

83 Aximum diffgrencg in any 31’ in Cross
Level on the siding from the Frog Point to
30’ beyond the last long tie

Ok Difference

84 Condition of Line thry entire turnoyt
SYR






f'the MTA Field Guide for Track Inspectors updated April 2006 edition,

Everything is class 3 for Mainline and clags ] for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Oyt of Service,

N/A Not applicable or not measurable,

Reviewed by: Date:
“\\\ —_—

11-10-2011






Mainline  Switch Inspection Report Semi-Annual WO 2 #2777 Page | of3

Date _ ¢/ 472;2 ~2af

Watchman___ 4% //, ]

I Location )

2SwitchlD.#__ »~g/- )

3 Facing__ [~ Trailing

Rail Points =
4 Point to Point Cl 9/9
5 Point Condition !
Y
6
N L

6a Point ing .
N S " r_SH

7 Fi
@Y R

8(8?3:?@ Condition of the Points
R
Gage

Heel of Switch-
O Main S(, /§

10 Tumout 57~/ il

11 Gage ahead of Bend —/,

Must not be legs than 56 inches or

more than 57 inches for “S”
12 Heel Spread in Inghes
Tumout (5 7

13Main__, 7,

Stock Rail
14-Bend

Y R
15-Condition
(8)Y R

Bolts -
16 Loose ¢ % N/A
17 Missing O N/A

Riv Huck Bol

20 Cotter Pins Missing

18 Loose _N/A
19 Missing N/A 3
sl 2 N/A

21 Jam Nuts Loose. o XD

21a Washers (_ Ok )~ ‘Broken

Remarks on page
GMIC 11-10-201]

_—Missing

—_—

Inspection Crew gé €€ wieg A &)e/&o I

22 Standard Joints
SY R NA

3 Switch Plates
S)Y R
24 Adju .le\Braces

iNS_X R NA
24a on-Adjustable Braces

- R Nothing less than 4 inches or greater than 5 inches. SY R@J)
It TRIOW, Min 3 172 in s on house top point protected
q-l}ﬁ R 130 %éy P point protec

Y R NA
26 #1 Rod (Basket Rod)
Y R

2 Rod
R
28 #3 Rod
SY R NA)Y
29 #4 Rod -
S Y RC
30 Closure Rai
SYR
31 Surface of Switch
S)Y R
“Using a 62’ cord, not over
1”to11/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S Y R
33 Switch Adjustments
Yes (No
34 Lubrication

Dry
35 Switch Targets/ Lamps

Ok Missing Né,,

36 Latches

Ok Broken__Missing_~v
37 Locks

)k Broken Missing
38 General Condition

S\'Y R
39 msulated Joints

“$°Y R
é&ﬂ@gular Joints

(SY R






Mainling rog Inspecti

50 Location
50a Switch LD #

5 f\&cin : Trailing
52FrgTread N (§)y R

S R

53 Frog #
54/79 Point Condition

R
55 _Condition of Frog
SX R

56 Surface of Frog

57 ThrogtinInches __ 3 7}/
72 Flangeway Depth Z
Flangeway Depth must not be less than 1 %>

. s 5
58 Main Track SO Yy,
59 Tumout Track _ < 55
Gage must not be Jess than 56” any class

Guard Rail Gage must morqg than 54 3/8L
61 Back To Back N_R2LYLR s 2 ]
Back to Back Gage must be less than 53 l/%i'
62 Condition
SYR
6 ion of Guard Rail (Relation to Point)
"S)Y R
u il Cl
64 Main Track
SY
65 Tumout Track
S'Y RNA

Class 1 Gage 56” to 57 14>
More than 57 %” Out of Service
Class 3 Gage 56” to 577

More than 577 to 57 ¥4” downgrade to
Class 2 and getsa Y

Remarks on pa 3
GM/IC 11-10-201]

-Ann Page2 of 3

i
6-Condition
S)Y R NA
67 Rail Movement

§|: R N/A

68 Lead

<r R N/A
71 Frog Plates
(8 )Y R N/A

Bolts -
73 Loose _C) NA

74 Missing O N/A

Rivets (Huck)
2 7ST bose O NA

60 Guard Rail Gage N_E"“//O R_S¢ 77,

76 Missing 5 N/A
77 Nuts Missing O NA
78 Cotter Ping Missing

79 Washers Ok Broken _/ Missing  N/A

S Y RNA
82 Derails

SYRNMA O

83 Maximum diffgrgngg in any 31’ in Crosg
Level on the siding from the Frog Point to
50 beyond the last long tie

Ok Difference

81 Spring Hou‘smg\

84 Condition of Line thry, entire turnoyt
R






Remarks

Oy UP(( ;)+ “\/)/\ IN! zhhj lea }.—

o Lodce SCye ) S/Z Le$

/ /;/'m //p/l) wa SAp Loxy £

)

N

All rules come out of the MT. A Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class ] for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: Date:
-

11-10-2011







Switch Inspection Report¢ §gmi-Annugl WO# ,ﬁf{i’ 77 Page 1 of 3

Mainline
Date T 22 20 < Inspection Crew Greesuad - N efsey
Watchman__ {4 [/, | _
1 Location __ i 22 Standard Joints
2Switch D # __ _Dgr- 2 R NA
3 Facing Trailing il 23 Switch Plates
R
Rail Points 24 Adjustable Braces
4 Point to Point _ T ¥y R N/A
S Pw;ndition 24a Non-Adju Braces
5 g Yt Thro Nothing less than 4 inches or greater than 5 inches. S YR
oin w,
N N3 Minﬁ! 12 inges on house top point protected 25 Front Rod
6a Point Opening @Y R NA
N_ T R_ T 26 #1 Rod (Basket Rod)
R

7 Fit

Sy R

8 General Condition of the Points
VY R

Heel of Switch__

9Main S& VY

10 Turnout <

11 Gage ahéad of Bénd~ G & %z//.
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout

I3 Main

Stock Rail

14-Bend
' R

15 Condition

(s_y R
oo O

16 Loose
17 Missing __h,Q,,_,

Rivets (Huck Bolts)

18 Loose ___NA

19 Missing N/A

20 Cotter Pins Missing (% N/A
21 Jam Nuts L | N/A

21a Washers

Remarks on page
GM.IC 11-10-2011

27 #2 Rod
~S)Y R
XBH3Rod

S Y RyA)
29 #4 Rod ~
SYR
30 Closure Rail
@, XY R
31 Surface of Switch
R
Using a 62’ cord, not over
1”t011/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Qut
of Service
32-Head Block Ties
S)Y R
33 Switch Adjustments
Yes (No>,
34 Lubrication

Dry
35 Switch T: argets/Lamps

Ok Missing A
36 Latches \@

Broken_ M issing
3 ks
Ok Brokcn___NMissing_»_‘
3 neral Condition

S R
3 ulated Joints
R

39a Regular Joints
SYR






rog In ion R mi-Ann Page2 of 3

Mainline

50 Location Iumm

50a Switch I D, 4 [~ _ 66 Condition

51 Facing Taaili &Y R NA

52 Frog Tread N (.\g)Y R 67 Rail Movement
R sy &Y R N/A

53 Frog # Q i

54/79 Point Condition 68 Lead

QYR Y R NA
55 Condition of Frog Rail Flangeway ’
\S¥ R ('@)YRN D-r_ 1Y

uard Rail Flangeway can not be less 1 %4»

56 of Frog
{;% R 70 Guard Rail Plates
IR (SX¥ R NA
57 Throat in Incheg . 71 Frog Plates
®)Y R N/A

72 Flangeway Depth Z4
ﬂangeway Depth must not be less than 1 14>
Bolts

Gage - N
58 Main Track 6 5{ 73 Loose % N/A
k _SoVvo 74 Missing N/A

59 Tumout Trac
Gage must not be less than 56” any class
i Rivets (Huck)

60 Guard Rail Gage N Syl SY %/ 75 Loose O NA

Guard Rail Gage must more than 54 3/8”_ 76 Missing N/A
61 Back ToBack N i/ - R_§91= 77 Nuts Missing () N/A

Back to Back Gage must be less than 53 1/8» 78 Cotter Pins Missing
62 Condition 79 Washers Broken‘Missing~ N/A

S)Y R
63 Location of Guard Rail (Relation to Point) old Down Devices
Q‘QLZY R S“Y R N/A
Guard Rail Clampg 81 Spring Housing
64 Main T dj)Y R N/A
SYR 82 Derails
65 Turnout Track SYR MA )
SY R@ 83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50’ beyon last long tje

Class 1 Gage 56” ¢ 57 1%B» Ok  Difference b7

More than 57 %” Out of Servicg

Class 3 Gage 56” 1o 5 7”7 84 Condition of Line thru entire turoyt
More than 57 ¢o 57 1,7 downgrade ¢o <X R

Class 2 and gets aY

Remarks on pa K]
GM/IC 11-10-201 1






Remarks

l‘ro‘lt‘(\(“o( e AB Sl\bm . Nf} s €6 |
U Lsdse oo BV I

S Everything is in Specs.
Y Attention needed.
R Immediate attention needed or Oyt of Service.

N/A Not applicable or not measurable,

Reviewed by: Date:
- —_

11-10-2011






